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BILL NO. _6872
ORDINANCE NO. _6306

ORDINANCE TO AMEND RENO MUNICIPAL CODE, TITLE 16,
“FIRE,” CHAPTER 16.01, “FIRE ADMINISTRATION AND CODES”, BY
REPEALING SECTION 16.01.010, “ADOPTION” RELATING TO THE
2003 INTERNATIONAL FIRE CODE AND APPENDICES AND
ADOPTING SECTION 16.01.011 RELATING TO THE 2012
INTERNATIONAL FIRE CODE AND APPENDICES B, C and F, AS
AMENDED, TOGETHER WITH OTHER MATTERS PROPERLY
RELATING THERETO.

SPONSORED BY THE RENO FIRE DEPARTMENT
THE CITY COUNCIL OF THE CITY OF RENO DOES ORDAIN:
SECTION 1. Repeal of the 2003 International Fire Code and amendments thereto:
Sec. 16.01.010 is repealed.
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SECTION 2. Adoption of the 2012 International Fire Code and amendments thereto:

Sec. 16.01.011. Adoption.

The 2012 edition of the International Fire Code and appendices B, C and F together with the
corrections made thereto, a copy of which is appended to the ordinance codified herein and
marked "Exhibit A:" together with such amendments to the International Fire Code, attached
hereto_as "Exhibit B." making the same applicable to the City, all of which are adopted by
reference and incorporated herein and made a part hereof as if set forth in full.

SECTION 3. This Ordinance shall become effective on _September 27, 2013 , from and
after its passage, adoption and publication in one issue of a newspaper printed and published in
the City of Reno.




SECTION 4. The City Clerk and the Clerk of the City Council of the City of Reno are
hereby authorized and directed to have this ordinance published in one issue of the Reno Gazette
Journal, a newspaper printed and published in the City of Reno.

PASSED AND ADOPTED this 25" day of _September , 2013, by the following vote
of the Council:

AYES: Dortch, Jardon, Brekhus, Zadra, Delgado, Schieve
NAYS: None
ABSTAIN: None ABSENT: Cashell

APPROVED this 25" day of _September , 2013.

C
A7 2= .
ERT A7TCASHELL, SK.

MAYOR OF THE CITY OF RENO

ATTEST:

%/m L ( Wb~

ETTE R. JONES
CITY CLERK AND CLERK
OF THE CITY COUNCIL OF THE
CITY OF RENO, NEVADA

EFFECTIVE DATE: _September 27, 2013 .
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2012 International Fire Code

EXHIBIT B

Amendments to the

2012 EDITION OF THE “INTERNATIONAL FIRE CODE”

CHAPTER 1

ADMINISTRATION

Section 102.3.1 Applicability - Change of use or occupancy. - Add as new section:

No change shall be made in the tenant, character of occupancy or use of any building without an
inspection from the Reno Fire Department through the business license process to assure
compliance with the fire and life-safety provisions of the City of Reno and the adopted fire codes
and standards.

Exception: 1. One and two family dwelling units.

Section 102.7.3 Applicability. - Locally adopted codes. — Add as new section.

When this code references the International Plumbing Code, the Uniform Plumbing Code shall
be substituted. When this code references the International Electrical Code, the National
Electrical Code shall be substituted. If there is a change in any locally adopted code, then the
current code as adopted by the jurisdiction shall be substituted.



Section 103.1 Department of Fire Prevention. — General. — Delete. Replace with:

The Fire Prevention Bureau is established within the jurisdiction under the direction of the fire
code official. The function of the bureau shall be the implementation, administration, and

enforcement of the provisions of this code.

Section 103.2 Appointment and Section 103.3 Deputies. — Delete. Replace with:

See applicable provisions of the City of Reno Charter, Reno Municipal Code and Civil Service

Commission rules and regulations.

Section 103.3 Department of Fire Prevention. — Deputies. — Add as new section:

See applicable provisions of the City of Reno Charter, Reno Municipal Code and Civil Service

Commission rules and regulations.

The Fire Prevention Bureau will be staffed in accordance with the policies of the City of Reno and
shall have the powers of police officers as set forth in state law to carry out the provisions of this

code.

Section 103.4 — Liability. — Delete “member of the board of appeals,” from 1* sentence.

Section 104.10 General Authority and Responsibilities. — Fire investigations. — Add:

If it appears that a fire is incendiary in nature, the investigating officer conducting the
investigation is authorized to take immediate charge of all physical evidence relating to the cause
of the fire and shall have the powers of a peace officer in accordance with Nevada Revised Statute
to carry out arrests and prosecutions and to pursue investigations to their conclusion.



Section 108 — Board of Appeals. — Delete. Replace with:

Section 108 — Hearing Officer.

Section 108.1 — Hearing Officer. A hearing officer shall hear and decide appeals of orders,
decisions or determinations made by the fire code official relative to the application and interpretation
of this code and shall render all decisions and findings in writing to the appellant with a duplicate copy
to the fire code official and to the City Clerk. Appeals shall be conducted in accordance with Chapter
1.05 of the Reno Municipal Code.

Section 108.2 — Limitations of authority. An application for appeal shall be based on a claim
that the intent of this code or the rules legally adopted hereunder have been incorrectly interpreted, the
provisions of this code do not fully apply or an equivalent method of protection or safety is proposed.
The hearing officer shall have no authority to waive the requirements of this code.

Section 109.4 — Violation penalties. — Delete. Replace with:

Persons who violate a provision of this code or fail to comply with any of the requirements
thereof, or who erect, install, alter, repair, or do work in violation of the approved construction
documents or directives of the fire code official, or of a permit or certificate used under the
provisions of this code, shall be guilty of a misdemeanor. Each day that a violation continues after
due notice has been served shall be deemed a separate offense.

Section 111.4 - Stop Work Order. - Failure to comply. — Delete. Replace with:

Any person who shall continue any work after having been served with a stop work order, except
such work as that person is directed to perform to remove a violation or unsafe condition, shall be

guilty of a misdemeanor.



Section 202 Definitions.

Amend Section 202 to read as follows:

HIGH-RISE BUILDING. A building with an occupied floor located more than 75-55 feet (22
860 16 764 mm) above the lowest level of the fire department vehicle access.

Institutional Group I-1. This occupancy shall include buildings, structures or parts thereof for
more than 16 persons who reside on a 24-hour basis in a supervised environment and receive
custodial care. The persons receiving care are capable of self preservation. All portions of a
care facility which houses patients or residents which is classified by the State Board of Health
as ‘Category 2.” and which has an occupant load of more than 10 residents. is classified as an ‘I-
1” occupancy classification. This group shall include, but not be limited to, the following:
Alcohol and drug centers

Assisted living facilities

Congregate care facilities

Convalescent facilities

Group homes

Half-way houses

Residential board and custodial care facilities

Social rehabilitation facilities

Five or fewer persons receiving care. A facility such as the above with five or fewer persons
receiving such care shall be classified as Group R-3 or shall comply with the International
Residential Code provided an automatic sprinkler system is installed in accordance with Section
903.3.1.3 or International Residential Code Section P2904.

Six to sixteen persons receiving care. A facility such as above, housing at least six and not
more than 16 persons receiving such care, shall be classified as Group R-4.

Institutional Group I-4, day care facilities. This group shall include buildings and structures
occupied by more than five six persons of any age who receive custodial care for less than 24
hours by persons other than parents or guardians, relatives by blood, marriage, or adoption, and
in a place other than the home of the person cared for. This group shall include, but not be
limited to, the following:

Adult day care

Child day care

Classification as Group E. A child day care facility that provides care for more than five six
but no more than 100 children 21/2 years or less of age, where the rooms in which the children
are cared for are located on a level of exit discharge serving such rooms and each of these child
care rooms has an exit door directly to the exterior, shall be classified as Group E.

Within a place of religious worship. Rooms and spaces within places of religious worship
providing such care during religious functions shall be classified as part of the primary
occupancy.

Six or fewer occupants receiving care. A facility having five six or fewer persons receiving
custodial care shall be classified as part of the primary occupancy.



Six or fewer occupants receiving care in a dwelling unit. A facility such as the above within a
dwelling unit and have five six or fewer persons receiving custodial care shall be classified as a
Group R-3 occupancy or shall comply with the International Residential Code.

Residential Group R-1. Residential occupancies containing sleeping units where the occupants
are primarily transient in nature, including:

Boarding houses (transient) with more than 10 occupants

Brothels

Congregate living facilities (transient) with more than 10 occupants

Hotels (transient)

Motels (transient)

Residential Group R-3. Residential occupancies where the occupants are primarily permanent
in nature and not classified as Group R-1, R-2, R-4 or I, including:

Boarding houses (nontransient) with 16 or fewer occupants

Boarding houses (transient) with 10 or fewer occupants

Buildings that do not contain more than two dwelling units

Care facilities that provide accommodations for five six or fewer occupants

Congregate living facilities (nontransient) with 16 or fewer occupants

Congregate living facilities (transient) with 10 or fewer occupants

Moderate-hazard storage, Group S-1. Buildings occupied for storage uses that are not
classitied as Group S-2, including, but not limited to, storage of the following:
Aerosols, Levels 2 and 3

Aircraft hangar (storage and repair)

Bags: cloth, burlap and paper

Bamboos and rattan

Baskets

Belting: canvas and leather

Books and paper in rolls or packs

Boots and shoes

Buttons, including cloth covered, pearl or bone
Cardboard and cardboard boxes

Clothing, woolen wearing apparel

Cordage

Dry boat storage {indoery

Furniture

Furs

Glues, mucilage, pastes and size

Grains

Horns and combs, other than celluloid
Leaather

Linoleum

Lumber



Motor vehicle repair garages, complying with the maximum allowable quantities of hazardous
materials listed in Table 5003.1.1(1)(see Section 406.8 of the International Building Code)
Photo engravings

Resilient flooring

Self-serve storage (mini-storage)

Silks

Soaps

Sugar

Tires, bulk storage of

Tobacco, cigars, cigarettes and snuff

Upholstery and mattresses

Wax candles

Low-hazard storage, Group S-2. Includes, among others, buildings used for the storage of
noncombustible materials such as products on wood pallets or in paper cartons with or without
single thickness divisions; or in paper wrappings. Such products are permitted to have a
negligible amount of plastic trim, such as knobs, handles or film wrapping. Storage uses shall
include, but not be limited to, storage of the following:

Asbestos

Beverages up to and including 16-percent alcohol in metal, glass or ceramic containers
Cement in bags

Chalk and crayons

Dairy products in nonwaxed coated paper containers

Dry boat storage (indoor)

Dry cell batteries

Electrical coils

Electrical motors

Emply cans

Food products

Foods in noncombustible containers

Fresh fruits and vegetables in nonplastic trays or containers

Frozen foods

Glass

Glass bottles, empty or filled with noncombustible liquids

Gypsum board

Inert pigments

Ivory

MeatsMetal cabinets

Metal desks with plastic tops and trim

Metal parts

Metals

Mirrors

Oil-filled and other types of distribution transformers

Parking garages, open or enclosed

Porcelain and pottery




Stoves
Talc and soapstones
Washers and dryers

Section 315.4.2 Height (Outside Storage)
Add new subsection 315.4.3 to section 315.4:

315.4 Outside storage. Outside storage of combustible materials shall not be located within 10
feet (3028 mm) of a lot line.
Exceptions:
l. The separation distance is allowed to be reduced to 3 feet (914 mm) for storage
not exceeding 6 feet (1829 mm) in height.
2. The separation distance is allowed to be reduced when the fire code official
determines that no hazard to the property exists.

315.4.1 Storage beneath overhead projections from buildings. Where buildings are
protected by automatic sprinklers, the outdoor storage, display and handling of combustible
materials under eaves, canopies or other projections or overhangs is prohibited except where
automatic sprinklers are installed under suche eaves, canopies or other projections or overhangs.

315.4.2 Height. Storage in the open shall not exceed 20 (6096 mm) in height.

315.4.3 Pallets and Firewood. In Carson City, North Lake Tahoe Fire Protection District, City
of Reno, City of Sparks, Sierra Fire Protection District. Tahoe Douglas Fire Protection District
and Truckee Meadows Fire Protection District the storage height for scrap pallets and all
firewood shall be a maximum height of 10 feet (3048 mm) and such materials shall be stored and
secured in a manner to assure stability and prevent the materials from slipping, sliding. toppling.
collapsing, or falling.

Section 507.3 Fire Flow

Amend section 507.5.5 To read as follows:

507.5.5 Clear space around hydrants. A 3-foot (914 mm) clear space shall be maintained
around the circumference of fire hydrants, except as otherwise required or approved. In

addition. a minimum clear space of seven and one half feet (2286 mm) shall be maintained to
both sides directly in front of the front pumper connection. This requirement shall apply to any
public or private property. In Northern Lake Tahoe Fire Protection District and Tahoe douglas
Fire Protection District a minimum of fifteen foot (4572 mm) clear space shall be maintained to
the front: seven and one half feet (2286 mm) to both sides; and four feet (1219 mm) to the rear of
any fire hydrant. This requirement shall apply to any public or private property.




Section 508.1.5 Required Features
Amend section 508.1.5 to read as follows:

508.1.5 Required Features. The fire command center shall comply with NFPA 72 and shall
contain the following features:

1. The emergency voice/alarm communication system control unit.

2. The fire department communications system.

3. Fire detection and alarm system annunciator.

4. Annunciator unit visually indicating the location of the elevators and whether they are
operational.

5. Status indicators and controls for air distribution systems.

6. The fire-fighter’s control panel required by Section 909.16 for smoke control systems
installed in the building

7. Controls for unlocking stairway doors simultaneously.

8. Sprinkler valve and water-flow detector display panels.

9. Emergency and standby power status indicators.

10. A telephone for fire department use with controlled access to the public telephone system.
11. Fire pump status indicators.

12. Schematic building plans indicating the typical floor plan and detailing the building core,
means of egress, fire protection systems, firefighting equipment and fire department access, and
the location of fire walls, fire barriers, fire partitions, smoke barriers and smoke partitions.

13. An approved Building Information Card that contains, but is not limited to, the following
information:

13.1. General building information that includes: property name, address, the number of floors
in the building (above and below grade), use and occupancy classification (for mixed uses,
identify the different types of occupancies on each floor), estimated building population (i.e.,
day, night, weekend);

13.2. Building emergency contact information that includes: a list of the building’s emergency
contacts (e.g., building manager, building engineer, etc.) and their respective work phone
number, cell phone number, and e-mail address;

13.3. Building construction information that includes: the type of building construction (e.g.,
floors, walls, columns, and roof assembly);

13.4. Exit stair information that includes: number of exit stairs.in the building, each exit stair
designation and floors served, location where each exir stair discharges, exit stairs that are
pressurized, exit stairs provided with emergency lighting, each exir stair that allows reentry, exit
stairs providing roof assess; elevator information that includes: number of elevator banks,
clevator bank designation, elevator car numbers and respective floors that they serve, location of
elevator machine rooms, location of sky lobby, location of freight elevator banks;

13.5. Building services and system information that includes: location of mechanical rooms,
location of building management system, location and capacity of all fuel oil tanks, location of
emergency generator, location of natural gas service;

13.6. Fire protection system information that includes: locations of standpipes, location of fire
pump room, location of fire department connections, floors protected by automatic sprinklers,



location of different types of automatic sprinkler systems installed (e.g., dry, wet, pre-action,
etc.); and

13.7. Hazardous material information that includes: location of hazardous material, quantity of
hazardous material.

14. Work table.

15. Generator supervision devices, manual start and transfer features.

16. Public address system, where specifically required by other sections of this code.

17. Elevator fire recall switch in accordance with ASME A17.1.

18. Elevator emergency or standby power selector switch(es), where emergency or standby
power is provided.

19. HVAC. The central control station shall be provided with heating. cooling, and ventilation
(HVAC) systems that are independent of any other building system or area. HVAC for the
central control station shall be connected to the emergency power system.

20. Lighting. Lighting shall provide adequate illumination and shall be on emergency service
with additional battery back up emergency lighting.

21. Inside Telephone Line. A telephone connected to the premise’s telephone exchange shall be
provided. A current premise’s telephone directory shall be place next to this telephone.

22. Disconnect. The main switch for disconnecting the utility power and any alternate power
sources shall be in the fire command center. Switches shall be covered to prevent accidental
activation. Break glass activation is not permitted. Switches shall interrupt the public utility
power feeds and any alternate power sources before entering the building. After the switch is
operated. no live electrical panels. conductors, or feeds within the premises shall remain
energized excluding the emergency electrical circuits.

Section 704.3 Fireplace Enclosures and Flue Shafts
Add new section 704.3 to 704:
704.3 Fireplace enclosures and flue shafts. In North Lake Tahoe Fire Protection District the

interior of any firewood-burning fireplace enclosure and flue shaft constructed of combustible
framing materials shall be completely lined with taped 5/8” type “X” drywall.

Section 901.6 Inspection, Testing and Maintenance
Amend section 901.6 to read as follows:

901.6 Inspection, testing and maintenance. Fire detection, alarm, and extinguishing systems,
mechanical smoke exhaust systems, and smoke and heat vents and commercial kitchen hood
ventilation systems shall be maintained in an operative condition at all times, and shall be
replaced or repaired where defective. Nonrequired fire protection systems and equipment shall
be inspected, tested and maintained or removed. Air systems for fire suppression breathing
apparatus shall be maintained at the same frequency as other high-rise life safety systems.




Section 901.6.2 Records
Amend section 901.6.2 to read as follows:

901.6.2 Records. Records of all system inspections, tests and maintenance required by the
referenced standards shall be maintained on the premises for a minimum of three years and shall
be copied to the fire code official upon request.

901.6.2.1 Records information. Initial records shall include the name of the installation
contractor, type of components installed, manufacturer of the components, location and number
of components installed per floor. Records shall also include the manufacturers’ operation and
maintenance instruction manuals. Such records shall be maintained on the premises.

901.6.2.2 Fire suppression breathing apparatus air systems procedures, maintenance and report
records shall be approved by the fire code official. Inspection records shall be kept on-site.

Section 901.7 System Out of Service
Amend section 901.7 to read as follows:

901.7 Systems out of service. Where a required fire protection system including air systems for
fire suppression breathing apparatus is out of service, the fire department and the fire code
official shall be notified immediately and, where required by the fire code official, the building
shall either be evacuated or an approved fire watch shall be provided for all occupants left
unprotected by the shutdown until the fire protection system has been returned to service. In the
event that the service/maintenance contract for any fire protection system, including air systems
for fire suppression breathing apparatus is canceled or not renewed. the fire code official shall be
notified by the service/maintenance contractor within 24 hours.

Where utilized, fire watches shall be provided with at least one approved means for notification
of the fire department and their only duty shall be to perform constant patrols of the protected
premises and keep watch for fires.

Section 903.2 Where Required
Amend section 903.2 to read as follows:

903.2 Where required. Approved automatic sprinkler systems in new buildings and structures
shall be provided in the locations described in Sections 903.2.1 through 903.2.12, Table 903.2.1
and Table 903.2.2.

Exception: Spaces or areas in telecommunications buildings used exclusively for
telecommunications equipment, associated electrical power distribution equipment,
batteries and standby engines, provided those spaces or areas are equipped throughout
with an automatic smoke detection system in accordance with Section 907.2 and are
separated from the remainder of the building by not less than 1-hour fire barriers
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constructed in accordance with Section 707 of the Infernational Building Code or not

less than 2-hour horizontal assemblies constructed in accordance with Section 711 of the

International Building Code, or both.

Table 903.2.1 Required Automatic Sprinklers
Add Table 903.2.1 to section 903.2

Table 903.2.1°

Required Automatic Sprinklers by Fire Area, Response Time and Height
For A,B,E,F, H,I, M, S and U Occupancies
Sprinklers are required when any one of the listed conditions is met.

Fire Jurisdiction

Fire Area”*

Height®

Response Time

Carson City Fire

>5000 square feet® "

3 stories or greater

East Fork Fire Prolection District
(Douglas County)

>5000 square feet

3 stories or greated

North Lake Tahoe Fire Protection Districl

>5000 square feet®

2 stories and a basement or

3 stories or greater

>5000 square feet

3 stories or greater

North Lyon Fire Prolcction District
Reno Fire Department

>5000 square feet"

3 stories or greater

Truckee Meadows Fire Protection District
and
Sierra Fire Prolection District

>5000 square feel

3 stories or greater

Sparks Fire Department

>5000 square teel

3 stories or greater

2 stories and a basement or .
3 stories or greater

Storey Fire Department >5000 square feet

Tahoe Douglas Fire Protection District All - -
(Douglas County) |

a. This table is in addition to any other automatic sprinkler requirements in this code.

b. Fire areas may be separated according to IBC 707.3.10.

c. Any addition or remodel that increases the fire area will be included in the calculation for the total
square footage.

d. Airport towers and open parking garages complying with IBC 406.5 are exempt from this table.

e. S-1 and S-2 occupancies are exempt from this table.

f. A one-time increase in the fire area is permitted provided said increase is < 50% of the structure’s
existing permitted fire area square footage.

g. a one-time increase of 360 square feet of fire area is permitted.

h. Automatic fire detection system installed throughout and connected to a central station fire alarm
company can be substituted for automatic sprinkler system.

Table 903.2.2 Required Automatic Sprinklers IRC Structures
Add Table 903.2.2 to section 903.2
Table 903.2.2"
Required Automatic Sprinklers by Fire Area, Response Time and Height

For Structures Designed and Constructed with the International Residential Code
Sprinklers are required when any one of the listed conditions is met.
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Fire Jurisdiction Fire Area® Height Response Time

Carson City Fire >5000 square feet® " = N

East Fork Fire Protection District s = =
(Douglas County)

North Lake Tahoe Fire Protection District >5000 square feet® 2 stories and a basement or -
3 stories or greater

North Lyon Fire Protection District >5000 square feet - -

Reno Fire Department >5000 square feet' - Over 6 minutes”
Truckee Meadows FFire Protection District New >5000 square feet
and

Sierra Fire Protection District Existing | >7000 square fect® i i
Sparks Fire Department >3600 square feet 3 stories of greater Over 6 minutes

Storey Fire Department - - -

Tahoe Douglas [ire Protection District >3600 square feet™’ 2 stories and a basement or -

(Douglas County) 3 stories or greater

a. This table is in addition to any other automatic sprinkler requirements in this code.
b. Any addition or remodel that increases the fire area will be included in the calculation for the total

square footage.
c. For new construction, unenclosed portions of the roof structure to a maximum of 750 square feet are

excluded from the fire area.

d. A one-time increase in the fire area is permitted provided said increase is < 50% of the structure’s
existing permitted fire area square footage.

e. A one-time increase of 360 square feet of fire area is permitted.

f. The structure must be greater than 5000 square feet and be outside of a 6 minute response time.

g. See section 907.2.10.2.1 for alarm requirements for existing structures.

h. Accessory structures are exempt from this table.

t. Garage square footage is not included in the fire area.

Section 903.2.1.2 Group A-2
Amend section 903.2.1.2 to read as follows:

903.2.1.2 Group A02. An automatic sprinkler system shall be provided for Group A-2
occupancies where one of the following conditions exists:

1. The fire area exceeds 5,000 square feet (464 m2).

2. The fire area has an occupant load of 100 or more.

3. The fire area is located on a floor other than a level of exit discharge serving such
occupancies.

Occupancies containing a casino, regardless of occupancy classification, must be designed and
built with a sprinkler system classified as an Ordinary Hazard Group 2.

Section 903.2.3 Group E
Amend section 903.2.3 1o read as follows:
903.2.3 Group E. An automatic sprinkler system shall be provided for Group E occupancies as

follows:
1. Throughout all Group E fire areas greater than 12, 000 square feet (1115 m2) in area.
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2. Throughout every portion of educational buildings below the lowest level of exit discharge
serving that portion of the building.

Exception: An automatic sprinkler system is not required in any area below the lowest
level of exit discharge serving that area where every classroom throughout the building
has at least one exterior exit door at ground level.

In high schools where automatic fire sprinkler systems are provided, the automatic fire
sprinkler systems for the automotive and woodworking shops must be designed to
Ordinary Hazard, Group 1 automatic fire sprinkler systems criteria.

Section 903.3.1.1 NFPA 13 Sprinkler Systems
Amend section 903.3.1.1 to read as follows:

903.3.1.1 NFPA sprinkler systems. Where the provisions of this code require that a building or
portion thereof be equipped throughout with an automatic sprinkler system in accordance with
this section, sprinklers shall be installed throughout in accordance with NFPA 13 except as
provided in Section 903.3.1.1.1. An R-1 or R-2 occupancy that has more than two stories must
have an NIFPA 13 system installed. In North Lake Tahoe Fire Protection District all Group R-3
occupancies larger than ten thousand (10.000) square feet or exceeding four (4) stories in height
are required to have automatic sprinklers installed throughout in accordance with NFPA 13.

Section 903.3.1.2 NFPA 13R Sprinkler System
Amend section 903.3.1.2 to read as follows:

903.3.1.2 NFPA 13R sprinkler systems. Automatic sprinkler systems in Group R occupancies
up to and including fewr two stories in height shall be permitted to be installed throughout in
accordance with NFPA 13R. An R-1 or R-2 occupancy that has more than two stories shall have
an N.F.P.A. 13 system installed.

Section 903.3.1.3 NFPA 13D Sprinkler Systems

Amend section 903.3.1.3 to read as follows:

903.3.1.3 NFPA 13D Sprinkler Systems. Automatic sprinkler systems installed in one and two-
family dwellings, Group R-3 and R-4 congregate living facilities and townhouses shall be
permitted to be installed throughout in accordance with NFPA 13D. NFPA 13D systems are not
permitted in North Lake Tahoe Fire Protection District.
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Section 903.4 Sprinkler System Supervision and Alarms

Amend section 903.4 to read as follows:

903.4 Sprinkler system supervision and alarms. All valves controlling the water supply for

automatic sprinkler systems, pumps, tanks, water levels and temperatures, critical air pressures
and water-flow switches on all sprinkler systems shall be electrically supervised by a listed fire
alarm control unit.

Exceptions:

1. Automatic sprinkler systems protecting one- and two-family dwellings.

Limited area systems serving fewer than 20 sprinklers.

Automatic sprinkler systems installed in accordance with NFPA 13R where a

common supply main is used to supply both domestic water and the automatic

sprinkler system, and a separate shutoff valve for the automatic sprinkler system is
not provided.

4. Jockey pump control valves that are sealed or locked in the open position.

5. Control valves to commercial kitchen hoods, paint spray booths or dip tanks that are
sealed or locked in the open position. This exception will not apply to any of the
above-mentioned control valves if they are located in a building equipped with any
fire alarm or protection system that is required to be monitored by a central control
station fire alarm company.

6. Valves controlling the fuel supply to fire pump engines that are sealed or locked in
the open position.

7. Trim valves to pressure switches in dry, preaction and deluge sprinkler systems that
are sealed or locked in the open position.

W) Do

Section 903.4.2 Alarms

Amend section 903.4.2 to read as follows:

903.4.2 Alarms. An approved audible device, located-on-the-extertor-of-the buildinginan
approvedlocation; shall be connected to each automatic sprinkler system. Such sprinkler water-

flow alarm devices shall be activated by water flow equivalent to the flow of a single sprinkler of
the smallest orifice size installed in the system. Alarm devices shall be provided on the exteriror
of the building and within each tenant space on the interior of the building and in an approved
location. Where a fire alarm system is installed, actuation of the automatic sprinkler system shall
actuate the building fire alarm system.

Section 906.2 General Regulations
Amend section 906.2 to read as follows:

906.2 General requirements. Portable fire extinguishers shall be secected, installed and
maintained in accordance with this section and NFPAT0.

14



Exceptions:

1. The travel distance to reach an extinguisher shall not apply to the spectator seating portions of
Group A-5 occupancies.

2. Thirty-day inspections shall not be required and maintenance shall be allowed to be ence
every-three-years annually for dry-chemical or halogenated agent portable fire extinguishers that
are supervised by a listed and approved electronic monitoring device, provided that all of the
following conditions are met:

2.1 Electronic monitoring shall confirm that extinguishers are properly positioned, properly
charged and unobstructed.

2.2 Loss of power of circuit continuity to-the electronic monitoring device shall initiate a trouble
signal.

2.3 The extinguishers shall be installed inside of a building or cabinet in a noncorrosive
environment.

2.4 Electronic monitoring devices and supervisory circuits shall be tested every-three years
annually when extinguisher maintenance is performed.

2.5 A written log of required hydrostatic test dates for extinguishers shall be maintained by the
owner to verity that hydrostatic tests are conducted at the frequency required by NFPA 10.

3. In Group I-3, portable fire extinguishers shall be permitted to be located at staff locations.

4, Carbon dioxide, wet chemical, halogenated agent. AFFF and FFFP portable fire extinguishers
shall be internally examined in accordance with NFPA 10, Table 7.3.1.1.2. All other portable
fire extinguishers shall be internally examined annually.

Section 907.2.10 Group R-3 and R-4

Add new subsection 907.2.10.2. 1 and amend section 907.2.10 and subsection 907.2.10.2 to read
as follows:

907.2.10 Group R-3 and R-4. Fire alarm systems and smoke alarms shall be installed in Group
R-3 and R-4 occupancies as required in Sections 907.2.10.1 through 907.2.10.3.

907.2.10.2 Automatic smoke detection system R-4. An automatic smoke detection system that
activates the occupant notification system in accordance with Section 907.5 shall be installed in
corridors, waiting areas open to corridors and habitable spaces other than sleeping units and
kitchens.

Exceptions:

1. Smoke detection in habitable spaces is not required where the facility is equipped
throughout with an automatic sprinkler system installed in accordance with Section
903.3.1.1.

2. An automatic smoke detection system is not required in buildings that do not have
interior corridors serving sleeping units and where each sleeping unit has a means of
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egress door opening directly to an exit or to an exterior exit access that leads directly to
an exit.

907.2.10.2.1 Automatic smoke detection system R-3. In Truckee Meadows Fire Protection
District and Sierra Fire Protection District an automatic fire detection system installed
throughout and connected to a central station fire alarm company 1s required for additions that
make the structure greater than 5.000 square feet but less than 7,000 square feet.

Section 907.5.2.1.1 Average Sound Pressure
Amend section 907.5.2.1.1 to read as follows:

907.5.2.1.1 Average sound pressure. The audible alarm notification appliances shall provide a
sound pressure level of 15 decibels (dBA) above the average ambient sound level or 5 dBA
above the maximum sound level having a duration of a least 60 seconds, whichever is greater, in
every occupiable space within the building. The minimum sound pressure levels shall be 90
dBA in mechanical equipment rooms and 80 dBA in all other occupancies.

Section 910.1 General (Smoke and Heat Removal)

Amend section 910.1 to read as follows.

910.1 General. Where required by this code or otherwise installed, smoke and heat vents or
mechanical smoke exhaust systems and draft curtains shall conform to the requirements of this
section.

Exceptions:
1. Frozen food warehouses used solely for storage of Class I and Il commodities where protected

by an approved automattc Spr znkler system.

3 3 aty as- Automatic smoke and
heat vents are not required wnhm areas of blll]dl]];,% L(]U]D]‘)U.] with early suppression fast- ¥ ™
response (ESFR) sprinklers unless the area of a Group F-1 or S-1 occupancy protected with the
ESFR sprinklers has an exit access travel distance of more than 250 feet )76 200 mm).

Section 910.3.2.2 Sprinklered Buildings

Amend section 910.3.2.2 to read as follows and add subsections 910.3.2.2.1 thru 910.3.2.2.3:
910.3.2.2 Sprinklered buildings. Where installed in buildings equipped with an approved

automatic sprinkler system, smoke and heat vents shall be designed te-operate-autematically in
accordance with Sections 910.3.2.2.1 through 910.3.2.2.3.

910.3.2.2.1 Automatic operation. Smoke and heat vents shall be designed to operate
automatically.
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910.3.2.2.2 Control mode sprinkler system. Smoke and heat vents installed in areas of
buildings with a control mode sprinkler system shall have operating elements with a higher
temperature classification than the automatic fire sprinklers in accordance with NFPA 13.

910.3.2.2.3 Early suppression fast-response (ILSFR) sprinkler system. Smoke and heat vents
installed in areas of buildings with early suppression fast-response (ESFR) sprinklers shall be
equipped with a standard-response operating mechanism with a minimum temperature rating of
360°F (182°C) or 100°F (56°C) above the operating temperature of the sprinklers, whichever is

higher.

Section 912.4.1 Service Area
Add new subsection 912.4.1 10 912.4:

912.4 Signs. A metal sign with raised letters at least 1 inch (25mm) in size shall be mounted on
all fire department connections serving automatic sprinklers, standpipes or fire pump
connections. Such signs shall read: AUTOMATIC SPRINKLERS or STANDPIPES or TEST
CONNECTION or a combination thereof as applicable. Where the fire department connection
does not serve the entire building, a sign shall be provided indicating the portions of the building
served.

912.4.1 Service area. A sign indicating the buildings address or areas serviced by a sprinkler or
standpipe system shall be permanently mounted and maintained on all {ire department
connections when required by the fire code official.

Section 913.4 Valve Supervision

Amend section 913.4 to read as follows:

913.4 Valve supervision. Where provided, the fire pump suction, discharge and bypass valves,
and the isolation valves on the backflow prevention device or assembly shall be supervised open
by one of the following methods.

1. Central-station, proprietary or remote-station signaling service.

2. Local signaling service that will cause the sounding of an audible signal at a constantly
attended location.

3. Loeking-valves-epen:

Section 914.3 High-rise Buildings
Add new subsection 914.3.7 and amend section 914.3 to read as follows.

914.3 High-rise buildings. High-rise buildings shall comply with Sections 914.3.1 through
914.3.67.
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914.3.1 Automatic sprinkler system. Buildings and structures shall be equipped throughout
with an automatic sprinkler system in accordance with Section 903.3.1.1 and a secondary water
supply where required by Section 903.3.5.2.

Exception: An automatic sprinkler system shall not be required in spaces or areas of:

1. Open parking garages in accordance with Section 406.5 of the International Building
Code.

2. Telecommunications equipment buildings used exclusively for telecommunications
equipment, associated electrical power distribution equipment, batteries and standby
engines, provided that those spaces or areas are equipped throughout with an automatic
fire detection system in accordance with Section 907.2 and are separated from the
remainder of the building by not less than 1-hour fire barriers constructed in accordance
with Section 711 of the International Building Code, or both.

914.3.1.1 Number of sprinkler risers and system design. Each sprinkler system zone in
buildings that are more than 420 feet (128(m) in height shall be supplied by a minimum of two
risers. Each riser shall supply sprinklers on alternate floors. If more than two risers are provided
for a zone, sprinklers on adjacent floors shall not be supplied from the same riser.
914.3.1.1.1 Riser location. Sprinkler risers shall be placed in interior exit stairways and ramps
that are remotely located in accordance with Section 1015.2.
914.3.1.2 Water supply to required fire pumps.
Required fire pumps shall be supplied by connections to a minimum of two water mains located
in different streets. Separate supply piping between the connection and the pumps shall be sized
to supply the flow and pressure required for the pumps to operate.
Exception: Two connections to the same main shall be permitted provided the main is
valved such that an interruption can be isolated so that the water supply will continue
without interruption through at least one of the connections.
914.3.2 Fire alarm system. A fire alarm system shall be provided in accordance with Section
907.2.13.
914.3.3 Automatic smoke detection. Smoke detection shall be provided in accordance with
Section 907.2.13.1.
914.3.4 Emergency voice/alarm communication system. An emergency voice/alarm
communication system will be provided in accordance with Section 907.6.2.2.
914.3.5 Emergency responder radio coverage. Emergency responder radio coverage shall be
provided in accordance with Section 510.
914.3.6 Fire Command. A fire command center complying with Section 508 shall be provided
in a location approved by the fire department.
914.3.7 Firefighter Breathing Air Replenishment Systems. A firefighter breathine air
replenishment system shall be provided in all new high-rise buildings of ten (10) or more stories
in height. The firefighter breathing air system installation and maintenance shall comply with
Appendix F of the Uniform Plumbing Code. Inspection records shall be kept on site and shall be
readily available to the fire code official.

Table 1016.2 Exit Access Travel Distance

Amend Table 1016.2 to read as follows:
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TABLE 1016.2
EXIT ACCESS TRAVEL DISTANCE®

OCCUPANCY WITHOUT WITH SPRINKLER
o SPRINKLER SYSTEM (feet) SYSTEM (feet)

A, E, F-1, M, R, S-1 200 250"
I-1 Not Permitted 250°
B 200 300°
F2,82,U0 | 300 400°

H-1 ~Not Permitted 75¢ )
H-2 Not Permitted 100°
H-3 Not Permitted 150°¢
H-4 Not Permitted 175°
H-5 Not Permitted 200°
[-2,1-3,14 Not Permitted 200°

S1: oot =304.8

a. See the following sections for modifications to exit access travel distance requirements:
Section 402.8: For the distance limitation in malls.

Section 404.9: For the distance limitation through an atrium space.

Section 407.4: For the distance limitation in Group I-2.

Sections 408.6.1 and 408.8.1: For the distance limitations in Group I-3.
Section 411.4: For the distance limitation in Special Amusement Buildings.
Section 1015.4: For the distance limitation in refrigeration machinery rooms.
Section 1015.5: For the distance limitation in refrigerated rooms and spaces.
Section 1016.4: For increased limitation in Groups F-1 and S-1.

Section 1021.2: For buildings with one exit.

Section 1028.7: For increased limitation in assembly seating.

Section 1028.7: For increased limitation for assembly open-air seating.
Section 3103.4: For temporary structures.

Section 3104.9: For pedestrian walkways.

b. Buildings equipped throughout with an automatic sprinkler system in accordance with Section
903.3.1.1 or 903.3.1.2. See Section 903 for occupancies where automatic sprinkler systems in
accordance with Section 903.3.1.2 are permitted.

c. Buildings equipped throughout with an automatic sprinkler system in accordance with Section
903.3.1.1.

Section 1016.4 Group F-1 and S-1 Increase

Add new section 1016.4 to 1016:
1016.4 Group F-1 and S-1 increase. The maximum eXxit access travel distance shall be 400 feet
(122 m) in Group F-1 or S-1 occupancies where all of the following are met:
1. The portion of the building classified as Group F-1 or S-1 is limited to one story in
height, and
2. The minimum height from the finished floor to the bottom of the ceiling or roof slab
or deck is 24 feet (7315 mm), and
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3. The building is equipped throughout with an automatic fire sprinkler system in
accordance with Section 903.3.1.1.

Chapter 11 Construction Requirements for Existing Buildings

Delete entire chapter.

Section 2809.1 General (Exterior Storage)
Amend section 2809.1 to read as follows:

2809.1 General. Exterior storage of finished lumber products, fire wood, chips, hogged material
and associated raw products shall comply with Sections 2809.1 through 2809.5.

Section 2809.2 Size of Piles
Amend section 2809.2 to read as follows:

2809.2 Size of piles. Exterior lumber storage shall be arranged to form stable piles with a
maximum height of 20 25 feet (6096 mm). Piles shall not exceed 150,000 cubic feet (4248 m’)

in volume.

Section 5601.1.3 Fireworks
Amend section 5601.1.3 to read as follows:

5601.1.3 Fireworks. The possession, manufacture, storage, sale, handling and use of fireworks
are prohibited.

Exception:
1. Storage and handling of fireworks as allowed in Section 5604.
2. Manufacture, assembly and testing of fireworks as allowed in Section 5605.

3. The use of fireworks for fireworks displays as allowed in Section 5608.

Vi he Nno e O O ge c—h aHn a e 0 ne a¥=Yollla
T - d b 2 = O 3, vy 1 O
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Section 5601.1.6 Exploding Targets

Add new subsection to section 5601.1:

5601.1.6 Exploding targets. The possession, manufacture. sale. and use of exploding
targets, including binary exploding targets, are prohibited.

Section 6101.1 Scope
Amend section 6101.1 to read as follows:

6101.1 Scope. Storage, handling and transportation of liquefied petroleum gas (I.P-gas)
and the installation of LP-gas equipment pertinent to systems for such uses shall comply
with this chapter and NFPA 58. Properties of LP-gases shall be determined in
accordance with Appendix B of NFPA 58. In the event of a conflict between any
provision in this chapter and the regulations of the Board for the Regulation of Liquefied
Petroleum Gas, the regulations of the Board take precedence.

Section B105.2
Amend section B105.2 to read as follows:

B105.2 Buildings other than one- and two-family dwellings.
The minimum fire-flow and flow duration for buildings other than one- and two-family
dwellings shall be as specified in Table B105.1.

Exception: A reduction in required fire-flow of up to 75 50 percent, as
approved, is allowed when the building is provided with an approved automatic
sprinkler system installed in accordance with Section 903.3.1.1 or 903.3.1.2.
The resulting fire-flow shall not be less than 1,500 gallons per minute (5678
L/min) for the prescribed duration as specified in Table B105.1.
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